


Buyer's Guide 2007Aqua Lung Regulators

First Stage:
• Auto-Closure Device (ACD) (pat. pend.) seals the regulator’s inlet fi tting, both yoke and 
 DIN, as soon as regulator is removed from the cylinder valve
• This will keep water and contaminants out of the regulator’s fi rst stage during rinsing 
 and storage
• It allows the fi rst stage to maintain peak performance over time
• The fi rst stage will retain its internal lubrication longer
• Makes the fi rst stage safer for nitrox use
• The new ACD feature coupled with the environmental dry chamber results in a fi rst 
 stage that is completely sealed off from the environment
• Unique over-balanced design results in superior performance at all depths
• The two high-pressure ports and four medium-pressure ports are angled for optimum 
 hose confi guration
• Compatible with EAN 40 new, out of the box

Second Stage:
• A pneumatically balanced second stage makes this a superior breather at all depths
 and conditions
• A user adjustment knob allows you to be in full control of breathing effort.   You can
 adjust for currents, depth or even surface swimming
• The large, easy-to-use venturi lever is on the same axis as the adjustment knob and
 follows the curves of the case so as to not be obtrusive
• The gold accent ring gives the second stage a rich look
• This compact, lightweight second stage is practically neutral in the water.   This,
 coupled with the exclusive Comfo-bite mouthpiece, virtually eliminates jaw fatigue
• The result is a comfortable regulator unlike any you have ever had
• Comes with a Comfo-bite mouthpiece, a standard spare mouthpiece and a 
 reusable mouthpiece clamp

Legend LX ACD Supreme:
• Also equipped with Auto-Closure Device (ACD) (pat. pend.)
• This coldwater version of the Legend LX ACD is recommended when the water
  temperature dips below 50º F (10º C)
• This regulator is specially adjusted for coldwater, which allows it to pass the stringent 
 CE standard for coldwater performance
• This version of the Legend LX ACD is designated by a bright chrome yoke and end cap 
 on the fi rst stage and a bright chrome retaining ring and laser-etched snowfl ake on 
 the second stage
• A second stage lip shield keeps lips warm
• Compatible with EAN 40 new, out of the box

The best performing regulators just got even better!  The Legend series of regulators are now equipped with our 
unique Auto-Closure Device (ACD).

Legend LX ACD / Legend LX ACD Supreme
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Buyer's Guide 2007 Aqua Lung Regulators

First Stage:
• Auto-Closure Device (ACD) (pat. pend.) seals the regulator’s inlet fi tting, both 
 yoke and DIN, as soon as regulator is removed from the cylinder valve
• This will keep water and contaminants out of the regulator’s fi rst stage during 
 rinsing and storage
• It allows the fi rst stage to maintain peak performance over time
• Compatible with EAN 40 new, out of the box

Second Stage:
• A pneumatically balanced second stage makes this a superior breather at all 
 depths and conditions
• The venturi lever is large and easy to use even with gloved hands
• Comes with a Comfo-bite mouthpiece, a standard spare mouthpiece and a 
 removable mouthpiece clamp

Legend ACD Supreme:
• Also equipped with Auto-Closure Device (ACD)
• This coldwater version of the Legend ACD is recommended when the water 
 temperature dips below 50º F (10º C)
• This regulator is specially adjusted for coldwater, which allows it to pass the 
 stringent CE standard for coldwater performance
• A second stage lip shield keeps lips warm

The Legend is a more affordable way to own high-performance.   It’s for the discriminating diver who wants performance but would 
rather not use a breathing control adjustment knob.   Like its cousin, the Legend LX,  it now boasts an auto-closure device (ACD).

Legend ACD / Legend ACD Supreme 
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• The Legend Glacia is fi tted with three heat exchangers:
  o The fi rst completely surrounds the fi rst stage environmental 

  dry chamber
 o The second is fi tted to the medium pressure hose itself
 o The third is in the traditional position adjacent to the second 
  stage casing

• Traditional second stage elastomer front covers harden in very cold 
water.  The Legend Glacia is fi tted with an aluminum cover machined 

 from solid metal.   The metal cover, apart from assisting the heat 
exchangers, accommodates a purge button with fl ow control

• Auto-Closure Device (ACD) (pat. pend.) seals the regulator’s inlet 
fi tting, both yoke and DIN, as soon as regulator is removed from the 
cylinder valve

• Comes with a lip shield to keep lips warm

The Legend Glacia is the newest member of the Legend family of regulators.  It has been designed for use 
under the most extreme conditions.  The Legend Glacia offers a greater resistance to freezing than any 
regulator Aqua Lung has ever produced.  In addition, it boasts a breathing performance that is equivalent to 
that of a Legend Supreme.

Legend Glacia
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